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Videoscopio Industrial GIRA 360° Resolucion 1080p Diametro 6mm x2metros

"GimateG Distribuidor de Equipos para : LOCALIZACION FUGAS ,TERMOGRAFIA ,VIDEOSCOPIOS INSPECCION ,INSTRUM.MEDIDA y PRL "

CARACTERISTICAS TECNICAS VIDEOSCOPIO INDUSTRIAL GX con SONDAS INTERCAMBIABLES
GX: Videoscopio industrial con resolucion 1080px , sonda articulada 4 ejes 360°, Pantalla TACTIL
Sonda Articulada diametro 6,2mm xLargo 2metros Flexible con Funda Tugnsteno, (INTERCAMBIABLE)

Box nze Size 5487455198 mm Video output NTSC/PAL output
Waerght 1.2k Video mput Automane (analog ugnal) of NTSCPAL S
Controller 11ze 330mm*90mm* ] 50mm Memory card 4GB
Houzing matenal ABS Openation sy:tem Multtazking touch/'menu operation
LCD monstor 5 mches Image control stored mnage 5 level: of 3x magmfication
Touch screen Capacitive touch screen Image format PG 1200720
Rezoluhon 1280*720 Video format MOV 1200720
Contrast 1000:1 Software update Site upgrade via USB flazh dimve
Bnghine:: 1000 CD/m® Language 14 language:
Frame rate 30£ps Image mode Noize reduction
Jovinek control electne ' manual control | Sereen rotation Avalable
Chutput port HDMI/AV Bnghines: level Avalable
USB port Mmi-USB B type Picture rename Available
System memory 1.8GB Text Notes Mulni-character input
Brghtness control | Mamual § level WIF1 Ophonal
Power mput AC 100-240V 0335A Battery 3 hours 3.TV/6000MAH
Power output VA Charpieg how 5 bhours

EL VIDEOSCOPIO INDUSTRIAL GGX, PERMITE INTERCAMBIAR LAS SONDAS , A ESCOGER ENTRE UN AMPLIA GAMA DE MEDIDAS:
Desde diametro 2mm (no articulada), ARTICULADAS 4 Ejes= 2,8mm x1m, 3,9mm x2m, 6mm x2m Resolucion 1080p 6 720p, 8,4mm Doble Visién 0°+90°

' Camera diameter | 2.0mm 2 8mm 3.9 mm 6 4mm 6.4mm (front+ side view)
GAMA DE |[cmesienzs 10mm 10mm 20mm 16mm 20mm
Probe length Im/1.5m 1m/l.5m 2m/3.5m 2m/3 5m 2m/3 5m
SON DAS Image sensor CMOS 1/18 CMOS 1718 CMOS 179 CMOsS 19 CMOS 179
Videoscopio Pixel 160,000 160,000 720P 720P 720P
= DOF Imm-~50mm Smm-~50mm Smm-25mm Smm-25mm £ §-80mm s: 5-25mm
Industrial 5 T o e e =
cam b i da b I @S | Camerz housing | Stainless steel Stamnless steel Stamless steel Stamless steel Stainless steel
matenal
G D -Gx Brightness =3000hax =5000lux 20000k 400001 40000kux/ 20000khx
Amculating way Non articulation | 4-way 4-way d-way 4-way
Camera diameter I 2.0mm ] 2.4 mm ] 2.8mm 3.9mm 6.0 mm 6.0 mm 8.4 mm (with focus )
Camera length | B Smm Smm 15mm 15mm 15mm 25mm
Probe length | 1o/1.5m lm/l 5m Il Sm 2m3.5m 2m/3.5m 2m’3.5m 2m/3.5m/6m
Image sensor ‘| cvos118 CMOS 1/18 CMOS 1718 CMOS 1/9 CMOS 1/4 CMOS 1/6 CMOS 1/4
Poxels 11 60,000 160,000 160,000 T20P T20P 1080P 720P
DOF | Smm~50mm Smm-25mm | Smm~50mm | 15mm-infinty | 15mm-infinity | 1Smm-infinity | Smm-infinity
FOV -120° -120° -120° >120° »120° =120° =90°
Camera housing matenal ] Stainless steal | Stainless steel 1 Stainless steel Stainless steel | Stainless steel | Stainless steel | Stainless steel
Light source LED LED LED LED
Brightness | ~2000h:x [ -3500m= | -5000mx >30000hx | >S0000hx ~50000lx | >60000kx

OTROS INSTRUMENTOS y EQUIPOS en VENTA-ALQUILER Opcion COMPRA.-

Grabe codigo QR en su movil=

- CAMARAS TERMOGRAFICAS.- varios modelos y marcas ,Hasta 1280x960, 1500°C , VideoRadiometrico ,Humedad, etc.

- VIDEOSCOPIOS desde 1,9mm - articulados ,etc. y CAMARAS INSPECCION TUBO empuje desde 13mm a ROBOT

- AGUA.- CONTROL CONSUMO , GEOFONO , LOCALIZADORES ,ANTI-FUGAS y ESTERILIZADORES Ultravioleta UV-C
- LOCALIZADORES FUGAS: Valvulas ANTI-FUGA ,GEOFONOS y GASTRAZA H2 , ULTRASONIDOS , etc.

- INTRUM. MEDIDA .- Analizador COMBUSTION ,°C,%H,CO,CO2 ,Dataloger, Distancia ,Velocidad ,MICROSCOPIOS, etc.

Tel.- 937071855

Calle Antonio Cusido 136 bajos

VIDEOSCOPIO 1080p ARTICULADO 4 EJES
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